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Article Number Power(W) Lumen(lm) Working Current(mA)

SL-C40AF2-10-X

SL-C40AF4-20-X

SL-C40AF5-30-X

10

20

30

1250~1400

2500~2800

3750~4200

250

450

700

Features

IP66 Waterproof, IK10 Protection, 94V0 materials

Smaller diameter 40mm exquisite design

Patent cylinder design, PC housing & Aluminum board & Stainless steel caps and clips

Linkable, S316 components

Flicker free internal driver

High Efficacy, 125~140 Im/w (±10%)

With Aluminum Rebreather

L80B10 lifespace of 50,000 Hours (@ Ta = 25°C)

PC material - UV resistance
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE (45%): 117.9 DEG

UNIT:cd

Please note:
1. Above efficacy based on 4000K
2. All values are based on an ambient temperature of 25°C
3. Efficacy tolerance is ±10% and wattage tolerance is ±10%
4. If CRl>90, light efficiency will be reduced by 10-15%

Efficacy Version

125lm/w 140lm/wFrosted

PremiumCover Standard

Data Sheet

The "X" represents CCT, it can be W (3000K/4000K), P (5000K), C (6000K)

SMD2835

>80

120°

3000K/4000K/5000K/6000K

100-277V / 200-240V 50/60Hz

30-40V

<4

IP66

IK10

>0.95

5 Years

-20~+40°C

Light Source 

CRI

Beam Angle 

CCT

AC Input

DC Output

SDCM

Waterproof

IK Rate

Power Factor

Warranty

Operating Temperature
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Packaging

20'GPLength Carton Size
(12pcs/ctn)

N.W.
(CTN)

G.W.
(CTN)

40'HQ40'GP

600mm

1200mm

1500mm

730*225*170mm

1330*225*170mm

1630*225*170mm

3.5kg

9kg

12kg

6kg

12kg

16kg

12480pcs

6420pcs

4680pcs

24960pcs

14040pcs

10920pcs

28800pcs

16200pcs

12600pcs

Connection Methods
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Dimension

600 / 1200 / 1500 mm

40 mm

Available Quantity in Series Connection



#304 Bracket

#304 Bracket

Suspension wires

Fixing nuts
Fixed bushings
Fixing screws
Self-tapping screws
Slotted plastic screws
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